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The program you receive is a complete version, but until it is registered, it will 
be restricted to: 

• use with up to 4 printers 

• 60 days use (after 60 days the program will cease to function) 

 

Full functionality is unlocked on registration. 

There are two stages to the installation. 

1. Install the DoCPrint program 

2. Configure DoCPrint using the DoC Commander program 
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1 Installing DoCPrint 
i. Check that you have sufficient access rights to install programs, add 

services and to add a local printer. 

ii. Check that the printer you will be using with DoCPrint has the latest 
PCL5e, PCL5c or PCL6 driver installed and that it is functioning correctly. 

iii. Close all open programs. 

iv. If you are installing from a CD, the installation program should start 
automatically. If not, run ‘setup.exe’ from the CD or from the folder 
where you saved the DoCPrint installation program. 

v. During installation, you will be given several options. The following notes 
assume that have accepted the defaults. 

vi. If DoCPrint is installed on a server, you may need to install DoCPrint 
WorkStation on each PC if you want ‘PopUp’ menus available. 
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Install Demo Files: 
 The demo files include sample excel invoices, overlays etc. 

Tray selection by media type: 
 Check this box if you wish to use media type e.g., plain, pre-printed, 
 letterhead.  The default setting is selection by tray number 

PHILCo compatatible tray mapping: 
 Check this box if you are currently using an EIT PHILCo in-line  controller 
box 

Use PopUp: 
 Check this box if you wish to use the PopUp menu to control printing 
 output.  Do not check if DoCPrint is to be installed on a server. 

 

All these options can be changed in DoC Commander 
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During installation, a prompt will give you the option to stop and restart the 
print spooler. If you select the ‘No’ option, you must re-run the program when 
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DoC Commander Printer tab 

If you have checked the box on completion of installation, then DoC 
Commander will launch.  Otherwise, click Start > Programs > DoCv5 > DoC 
Commander. 
 
Printer Mapping 
Select which DoCPort maps to which printer. 
 
Select the storage media for this printer 
Alternative storage for overlays.  Checking selection ‘No Permanent 
Storage’ will allow overlays to download as required. 



11 

Registration 

The Registration dialog box displays the current registration details.  It 
enables you to enter the new code when you renew the annual license or if 
you add additional functionality e.g. additional ports, distributed printing. 
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DoC Commander - Options tab 

Printer Options 
No. of Input trays 
Add the number of input trays in your printer. 

Default input tray 
This is the tray which will be used where no other command is used. 

Overrides application 
Check this box to override application setting when no DoC command is 
used.  Paper will then always be taken from the default input tray. 
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Number of output bins 
Enter the number of output bins your printer has. 

Default output bin 

Output bin to be used where no other selection is made. 

Overrides application 
Check this box to override application setting when no DoC command is 
used.  Paper will then always be sent to the default output bin. 

Stapler 
Check this if your printer has a stapler. 
 

Default paper size 
Set the size here when it is not set from the application you are using. 
 

Overlays 
Upload as required  
The overlays will be uploaded as required. 

Stored in printer 

Select this if you have uploaded your overlays to the hard disk or flash 
memory in the printer. 
 

Show settings for  
PCL5 and PCL6 
If you use tray or output bin selection by code, you can set the correct 
codes for PCL5 and PCL6 separately 
 

Input Tray Selection 
Input Tray Number 
Select options for the displayed input tray number. 

Media Type 
If you check ‘Select by Media Type’, you should set the media types on the 
printer control panel to match your settings. 

If ‘Select by Media Code’ is not checked, then input tray selection will be 
by tray code (e.g. esc&l4H).   
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No duplex for this tray 
Check this box if the media in the selected tray should not be duplexed.  
Even if the rest of the document is printed duplex, this tray will always be 
simplex. 

 
Output Bin Selection 
Output tray number 
Select options for the displayed output bin number. 

Select by PJL command 
Check this box to select by PJL command.  If you select ‘Printer Default’ 
from the drop down menu, the output will go to the destination set on your 
printer or from the user’s settings.  If this box is not checked, bin selection 
is by code. 

 

Collate Copies 
If this box is checked, the original document and its copies are collated. 

 

Use Popup menu 
Check this box to display a ‘PopUp’ menu when any document is sent to 
print.  You can then select a print profile or other option from the PopUp.  
DO NOT check this box if DoCPrint is installed on your server.  For server 
installation, you will need to install DoCPrint Workstation on any PC where 
you wish to use PopUp Menu. 
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DoC Commander Advanced Tab 

Applies to this DoCPort only 
Allow PCL6 embedded commands  
All PCL5 documents are scanned for embedded commands.  Check this box 
if you also wish to scan PCL6 documents for embedded commands. 

Use default strings entry 
If you create a print profile called ‘Default’ and this box is checked, any 
document that has no other command will use the ‘Default’ print profile. 

 

 


